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DIGITAL MULTIMETER

 Power supply: 12V battery. GP -23A x 1
 Display: LCD, 1999 counts, updates 2-3/sec
 Measuring method: dual-slope integration 

A/D converter
 Over range indication
 Polarity indication: “-“displayed for negative 

polarity
 Operating temperature: 0-40ºC (32-104ºF)
 Storage temperature: -10-50ºC (10-122ºF)
 Low battery indication
 Diode and continuity test
 Size: 120x70x18 mm
 Weight: approx. 110g
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General

Power Supply 1×12V A23S Battery

Product Size 120mm×70mm×18mm/4.7"×2.75"×0.7"

Product Weight 110g/0.23lb

Certificate CE/ETL/RoHS

Safety Rating CAT III 300V

Specs

Display Counts 2000

Diode 3.0V

Continuity Buzzer  (<50±20Ω) 

Low Battery Display 

PARAMETER RANGE RESOLUTION ACCURACY

DC Voltage 2 V 1 mV ±0,5% rdg ± 1 digit

20/200/300 V 10/100 mV/ 1 V ±0,8% rdg ± 1 digit

AC Voltage 200 V 100 mV ±1,2% rdg ± 10 digits

300 V 1V ±1,2% rdg ± 10 digits

DC Current 200 mA 0,1 mA ±2% rdg ± 2 digits

Resistance 2/20/200/2000 KΩ 1/10/100/1000 Ω ±1% rdg ± 2 digits
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Product Code Information

SKU CLOGIC55CBINT

EAN code 8435394775487

UPC code 810053670996

Pcs/export carton 50
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